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GLB
AUTOMATIC BRAZING  
MACHINE FOR BAND SAWS

Special characteristics
•	 Very clear and reliable top plate system (patented 

DBP No. 3621 415)
•	 Easy maintenance
•	 Tooth orientation by means of optical sorting system
•	 Precise and accurate positioning of the solder cutting 

station
•	 Accurate flux dosing onto the tooth and solder by 

means of electronic dosage device and large supply 
container (no soiling, no drying)

•	 Quick and accurate change-over to different saw 
blade sizes

•	 Industrial PC with touch screen and machine opera-
tion with WINDOWS interface

Technical description
•	 Arranging and feeding of the carbide teeth by means 

of a sorting device and longitudinal conveyor belt
•	 Dosing the flux onto the carbide tooth by means of 

dosing valve 1
•	 Cutting the solder off an endless strip and punching 

onto the carbide tooth
•	 Dosing the flux onto the silver solder by means of 

dosing valve 2
•	 Transferring the prepared tungsten carbide tooth 

to the ceramic-surfaced and water-cooled brazing 
tongs

•	 Brazing the carbide tooth onto the band saw
•	 Manual loading and unloading of the raw and finished 

band saw

Technical data
•	 Electronic dosage system
•	 Temperature control device
•	 High frequency power: 5,6 kW
•	 Machine dimensions (L x W x H): 

1,300 x 1,000 x 1,800 mm
•	 Weight: 700 kg

Options
•	 Silver wire feed unit
•	 Water cooling system

Special design on request


