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GPSH
SEMI-AUTOMATIC SURFA-
CE GRINDING MACHINE

Special characteristics
•	 Fully automatic surface grinding of workpieces
•	 Vibration-isolating polymer concrete frame
•	 Measuring of the workpiece thickness
•	 Constant cutting speed by means of automatic ad-

justment of the grinding wheel speed
•	 Automatic halving of oversize dimensions
•	 Automatic magnetic control equipment
•	 Central lubrication
•	 Industrial PC with touch screen and machine opera-

tion with WINDOWS interface

Technical description
•	 The workpiece ist placed manually onto the magnetic 

table
•	 The workpiece ist being surface ground by means of 

an electric driven grinding wheel
•	 During the grinding process, the grinding wheel is 

moved with a linear movement over the workpiece

Technical data
•	 Table diameter: 810 mm
•	 Grinding wheel: max. Ø 500 x 127 x 20 – 60 mm
•	 Machine dimensions (L x W x H): 

3,000 x 2,000 x 2,500 mm
•	 Weight: approx. 12,000 kg

Options
•	 Table diameter: 1,000 mm
•	 Additional magnetic table
•	 Brush station
•	 Profiled workpieces (hub saw bodies/ Tapered saw 

bodies/ paper knives)
•	 Cooling water container with pumps

Special design on request


